COMEPACK WORLD

. . SERIES
Automatic Shrink

Wrapping Machine

* Single Pack/Cycle
* Full Automatic
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» Automatic Collating Machine s Structure & Frame d
» Infeed Conveyor - Stainless Steel
e Shrink Tunnel * Infeed Conveyor ’
» Gravity Roller - Side Infeed
* Film Motor Drive - 90° Curve Arrangement =

* Inverter Motor of Conveyor * Shrink Film
- Shrink Tunnel - PE, PP
* Control Panel
- Microprocessor Temperature
- PLC Control
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SERIES

* This shrink wrapping machine can be packed from small to large size of
product and suitable for extra height products. This machine can also

cans and bottles.
Pillow type 1-side seal packaging machine is automatic film cutting.
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provide multi-packs with a variety of products such as carton blocks, T I
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And the sealing position detector can detect products in the forming.
The operation of this machine is feeding the products into the part of
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TOP VIEW

shrink film and seal products in a group. Film will be wrapped and
shrunk tightly around the products after passing through a hot air shrunk
tunnel. Once the pack is out of hot air section, the cooling fan at the end - O g
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of tunnel will help the shrink film cool down and make the shape after
it shrunk perfectly. Then the products will ready for transport.
2 Sets of film supply with dance are designed for easily change the film H
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and accurate feeding tension control.
Shrink Tunnel will use wire belt inside the tunnel as it allows hot air to
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reach all surfaces of the package and it also has digital temperature
controller to ensure a constant tunnel temperature.

InSavIiANaUKasalulasu TD540P gnoaniiuuLIdIKSUAUAMADADIUGOITUNIFY
aunsaiwaduAlddonduunaidnsudivuunalkey 3nAvddindavaiuisalsuuunaaiy
FuAld namindumldkainkanesuiuu Isu ndov ns:Uav Iazuda /
ANUUNSIYILYEVIASDVD:EAYVAUAIDINAIUTIVITNGIASVITANEUKA
In3ovdnsvrnmsdana:kewaudaluda TosduAn:luidesunsoauivasenls santu
FuAn:gnaidevidnddaunusouialkNaukasadaduan Idoindauglgaanniv
AUKALYDLIAZDY

&
TECHNICAL SPECIFICATIONS UNIT TD540P

Dimension

Length 4120-4720

Width 750
Height 1810
Infeed Conveyor

Infeed Conveyor Length 750

Infeed Conveyor Height 850-900

Outfeed Roller

Outfeed Roller Width 500 Lp = Product Length
Outfeed Roller Height 850-900 Wp = Product Width
Film Hp = Product Height
Wf = Film Width

Df = Film Diameter

Thickness micron
Max Width

Max Diameter

Pack Size

Max Length 480
Max Width 250
Max Height 220-360
Packing Speed 14-18

Electrical
Power 380V 3ph+N+E
Average Consumption

Control Volt

Air-Connection

TVT Comepack World Co., Ltd.
M 69/199 Moo 1, Tiwanon Rd., Banmai, Pakkred, Nonthaburi 11120
COMEPACK WORLD

Tel: +66 2582 1717 Fax: +66 2582 1771 Email: tvt@tvtcomepackworld.com

SIDE VIEW
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Gf = Gap (Space Approx. 20-100 mm.)

Website: tvtcomepackworld.com



